NAUTILUS 4/1
Submersible pump with electric motor 115 V
▪▪Tested and certified to DIN 14425
▪▪Lightest submersible pump in its class
▪▪Tried-and-trusted Rosenbauer pump technology

Rosenbauer - NAUTILUS

NAUTILUS submersible pumps
Unbeatably light, easy to handle

Flat suction: With the
NAUTILUS 4/1 a minimal water
volume of just 4 mm remains.

Rosenbauer have been developing and manufacturing a
wide range of pumps for fire brigade use for 100 years.
NAUTILUS submersible pumps with their proven Rosenbauer
pump technology now supplement the comprehensive
manufacturing program.
The NAUTILUS submersible pumps with electric motor are
tested and certified according to DIN 14425 “Portable
submersible pumps with electric motor” as well as to EN
60335-2-41 “Household and similar electrical appliances”.

2

Integrated flat suction - maximum suction power,
reduces the time needed
The NAUTILUS 4/1 pump is ideally suited to flat suction
and following pumping out at full power, a minimal water
volume remains: ca. 4 mm
The flat suction is fully integrated into the pump, which
makes the removal of the suction grill or the mounting of
an additional device unnecessary.
Easy to carry
Space-saving storage on the vehicle

With a total weight of just 23.8 kg (including cable),
the NAUTILUS 4/1 is one of the lightest submersible
pumps in its class.

Easy to store

The two handles of both NAUTILUS 4/1 are shaped facing
outwards to ensure optimum ergonomics when carried
and to prevent collision with the fire figther or fire fighters
carrying the unit.

The pumps benefit from a very narrow construction. On
one hand, this makes it easy to store in a space-saving
way on the fire service vehicle, and on the other hand, it
allows for efficient deployment in narrow ducts or wells.

Inspection hatch to check mechanical seal
function

Cable strain relief

Cable holder

Convincing facts
▪▪ The NAUTILUS 4/1 can transport dirty water (containing sand, mud or grit) with
a grain size up to 8 mm
▪▪ The pump can be operated in vertical, horizontal, or fully immersed position
▪▪ An inspection hatch is included to check mechanical seal function: the user of the
pump can perform a functional inspection of the mechanical seal at any time.
▪▪ Cut-proof, heat and cold resistant, special PUR-cable (length: 20 m)
▪▪ Cable holder: to store the cable directly on the pump to save space
▪▪ Cable strain relief to avoid damage in the cable feed-through area
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NAUTILUS - Rosenbauer

Output Power NAUTILUS 4/1, 115 V
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Operation requires at least a 3.5 kVA generator.

Submersible pump set NAUTILUS 4/1
▪▪ 1 submersible pump NAUTILUS 115 V, 50 Hz
▪▪ 1 coupling BS 336 2 1/2" female
▪▪ 1 delivery hose 20 m, couplings BS 336 2 1/2"
▪▪ 1 hose carrier
▪▪ 1 outlet tube with male coupling BS 2 1/2"
▪▪ 1 hose buckling protection
▪▪ 1 hose holder
▪▪ 1 working line polyester 20 m, with karabiner
in bag
▪▪ 1 wire protection cage 615 x 455 x 410 mm
Comfortable carrying using a wire protection cage

4

NAUTILUS - Rosenbauer

Small, but with impressive performance
▪▪ Unbeatable in flood scenarios
▪▪ Fast pumping out of flooded cellars
and subways
▪▪ Also perfectly suited for supplying
water to water tenders

Buckling
protection

Easy to handle

Working line

▪▪ Always lower and lift the NAUTILUS on a working line
(never use the power cable!)
▪▪ An eye in the pump cover is specifically provided to
attach the carabiner on the working line
▪▪ Use hose buckling protection to prevent kinking or
crushing of the hose
▪▪ Use wire protection cage as an additional suction
strainer
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NAUTILUS 4/1
Submersible pump, 115 V
Technical data
Power rating

115 V / 1 Phase / 50 Hz

Power consumption

1.65 kVA, cos phi 0.95

Power output

1.18 kW

Nominal current

15 A

Connecting cable

PUR H07BQ-F 3G 2.5
Length: 20 m, with plug 16 A / 4h 110-130 V IP 44

Discharge connection

BS 336 2 1/2" female

Particle screen (Ø)

8 mm

Temperature pumped medium

up to 35° C (max. 60° C for short periods)

Dimensions (Ø x H)

260 x 458 mm

Weight (incl. cable)

23.8 kg

Protection class pump

IP 68

Order Numbers
579292-001

NAUTILUS 4/1, 115 V

932700

Submersible pump set NAUTILUS 4/1, 115 V

Contact
Rosenbauer International AG
Business Unit Fire & Safety Equipment
Paschinger Straße 90
4060 Leonding, Austria
Tel.: + 43 732 6794-0
Fax: + 43 732 6794-77
office@rosenbauer.com

www.rosenbauer.com

www.facebook.com/rosenbauergroup

Text and illustrations are not binding. The illustrations may show optional extras only available at extra charge. Rosenbauer retains the right to alter specifications and dimensions given
herein without prior notice. Nautilus 4/1_EN_2013_02

